
PROMOTION 
Indexable Head Type Quick Change Tool Holder 

APM type

Buy 2pcs head and 10pcs insert, 

get 50% discount on the shank.

October 20th 2025 - March 31st 2026

Special discount
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Scan and follow us!

Set-up time miracle with precision

APM Quick Change Tool Holder

Buy 2pcs head and 10pcs insert, get 50% discount on the shank.  
Remarks: The Head matches the Shank, the Insert matches the Head. Only valid for standard stock items.

SUMITOMO ELECTRIC Hartmetall GmbH
Konrad-Zuse-Str. 9, 47877 Willich, Germany
 +49 2154 4992 0 @ info@sumitomotool.com

Features

APM type Combination Examples

 �Tool changeover time reduced Mounting/removal of the head alone improves workability and  
safety when changing the insert, reducing equipment stop time at changeovers to contribute  
to increased productivity

 Excellent head change repeatability High-accuracy polygon taper shape realises change 
    repeatability within 5μm

 �Lineup including shank sizes of 10, 12, and 16mm supports a wide range of CNC autolathes, etc.

 Supports front turning, back turning, grooving, and cut-off

 �Internal coolant supply design, supporting coolant supply without hose

Indexable heads can be 
�selected to suit machining 
�applications

Shank

Indexable Head

Set Screw*

Just loosen the set screw 
to change the head

* Tighten with the recommended tightening 
   �torque. Lineup also includes a dedicated  
   torque �wrench (sold separately).

Indexable Head Shank

For ISO Turning Inserts For Dedicated Inserts

Positive

Back Turning

Grooving/Threading

Grooving/Cut-Off

Negative

SCLC type
SDJC type
SVJB type
SVJC type
SVJP type

SBT series

GWC series

GNDM type
GNDL type

APM-R1010X84J
APM-R1212X84J
APM-R1616X84J

Height H: 10 mm	 Width B: 10 mm
Height H: 12 mm	 Width B: 12 mm
Height H: 16 mm	 Width B: 16 mm

84 mm

B
H

PTGN type


